MICROTEC

L 0geye

Multi-Sensor Real Shape and Quality Scanner for Logs

Customer Ultra-precise real 360° shape of the log
Benefits

High-resolution color imaging for superior visual defect detection powered by
MIiCROTEC Ai

Enhanced X-ray detection, driven by MiCROTEC Ai training with ground truth data from
real CT scans

Outstanding over-and-under bark measurement accuracy, even in icy or snowy
conditions

Movement compensation for more precise measurement, supported by stereoscopy
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Powered by
MiCROTEC Ai

MiICROTEC Ai, the Al platform of
MiCROTEC, integrates Deep Learning
Al across all quality scanners, from
log to finished board. It combines Al
expertise from all MiCROTEC
companies, pushing the boundaries of
Deep Learning Al in the wood
industry. By leveraging ground truth
data from real CT scans in production,
MiCROTEC Ai optimizes detection
performance across all Logeye
modules, surpassing the capabilities
of traditional systems and delivering
insights unattainable without CT
scanning technology.

Logeye is MIiCROTEC’s cutting-edge linear scanner designed for the wood
industry, offering unmatched precision, reliability, and versatility. With modular
laser, color camera, X-ray sensors, and stereoscopy, it provides highly accurate
log measurements—both overbark and underbark—capturing diameter, length,
volume, curvature, and taper. Advanced X-ray scanning, powered by
MiICROTEC Ai, ensures superior internal quality assessment, surpassing other
approaches. MiCROTEC Ai, the Al platform of MiCROTEC, is trained using
ground truth data from real CT scans in production, enabling Logeye to deliver
unprecedented accuracy and insights.

MiCROTEC Connect

As part of the MiCROTEC Connect
solution, Logeye is the link between
the logyard and the sawline, as well as
between the sawline and the green
sorting line. Logeye recognizes each
individual log within a multitude,
retrieving the cutting solution
computed by the CT Log and the
optimal cutting rotation angle. In
combination with CT Log and
Goldeneye scanners, Logeye enables
complete traceability of board quality,
knowing precisely from which log and
in which position each board
originates.

ANGCDOTE, Cannoart
MIiCROTEC Cennect
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Species Technical Data
~ Softwood v 650mm/25%2" max diameter x-ray module
~ Hardwood ~ Speed up to 240m/min-787 FPM

v 800-1200mm/312"- 47 V4" max diameter dimensional

Feeding module

+ Lineal ) )
Application
+~ Bucking

Purpose of scanning

.~ Cutting optimization
~~ Dimensional

+ Fingerprint

v Quality

Features
Technology

+ Visual and quality grading
+~ 3D Laser

~ Cutting optimization
~ Color

+~~ MiCROTEC Connect
v X-ray

+~ Movement Compensation
~ MiICROTEC Ai

Certification

+~ Germany (DE): LOGEYE-DE-700

~ Austria (AT): LOGEYE-AT (OE 23/ J 010)
+ ltaly (IT): LOGEYE-IT-700

+~ Canada (CA)

+~ Latvia (LV)

+~ Sweden (SE)
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Logeye Models

Logeye 301
+ Laser
X Color
X X-Ray

~ Speed up to 300m/min
(984FPM)

Logeye 301C
v Laser
~ Color
X X-Ray

~ Speed up to 300m/min
(984FPM)

MiCROTEC

Logeye 302
v Laser
X Color
v X-Ray

~ Speed up to 220m/min
(721FPM)

Logeye 302C

~ Laser
~ Color
v X-Ray

~ Speed up to 220m/min
(721FPM)

microtec.com


https://microtec.com/

World leading wood scanning solutions

MiICROTEC
Julius-Durst 98
39042 Bressanone
Italy

T +39 0472 273 611
sales@microtec.eu
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